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1. IDENTIFICATION OF THE PRODUCT AND THE SUPPLIER 

Product identification 

Product family:Fasteners (fastening and assembly elements) 

Products included 

Metal fasteners 

• Bolts 

• Screws 

• Dice 

• Washers 

• Threaded rods 

• Prisoners 

• Pins 

• Cylindrical and elastic pins 

• Rivets 

• Cotter pins 

• Elastic rings (Seeger) 

• Spacers 

• Bushings 

• Threaded inserts 



 

 

• Metal anchors 

• Special fastening systems 

Plastic fasteners 

• Plastic screws 

• Plastic dice 

• Plastic washers 

• Plastic rivets 

• Fixing clips 

• Clips 

• Plastic spacers 

• Cable ties 

• Plastic inserts 

• Polymer anchoring systems and plugs 

Intended use 

Mechanical, electrical, electronic, automotive, construction, furniture, plant engineering, aerospace, railway assembly, 
and general industrial applications. 

 

2. HAZARD IDENTIFICATION 

Classification 

The products covered by this sheet are articles pursuant to Article 3 of the REACH Regulation. 

Under normal conditions of use: 

• Not classified as hazardous under the CLP Regulation. 

• They do not require hazard labelling. 

• They do not require mandatory SDS. 

Physical dangers 

Possible risks during handling and installation: 



 

 

• Cuts and abrasions. 

• Crushing of fingers. 

• Wounds from sharp edges. 

• Accidental ejection of components during assembly. 

Hazards arising from processing 

During operations such as: 

• cut; 

• drilling; 

• turning; 

• milling; 

• sanding; 

• welding; 

• rectification; 

can generate: 

• metal powders; 

• plastic particles; 

• metal fumes; 

• vapors from thermal decomposition of polymers. 

 

3. COMPOSITION / INFORMATION ON COMPONENTS 

Metal fasteners 

They can consist of: 

Carbon steels 

• Iron (Fe) 

• Carbon (C) 

• Manganese (Mn) 



 

 

• Silicon (Si) 

Alloy steels 

• Chromium (Cr) 

• Nickel (Ni) 

• Molybdenum (Mo) 

• Vanadium (V) 

A2/A4 stainless steels 

• Iron 

• Chrome 

• Nickel 

• Molybdenum 

Non-ferrous alloys 

• Aluminum 

• Brass 

• Bronze 

• Copper 

• Titanium 

Surface coatings 

• Electrolytic galvanizing 

• Hot-dip galvanizing 

• Nickel plating 

• Phosphating 

• Burnishing 

• Trivalent chromium plating 

• Organic coatings 

• Geomet® 



 

 

• Dacromet® 

• Passivations 

Plastic fasteners 

Possible materials: 

• Polyamide (PA6, PA66) 

• Polypropylene (PP) 

• Polyethylene (PE) 

• Polyoxymethylene (POM) 

• PVC 

• ABS 

• Polycarbonate (PC) 

• PEEK 

• PTFE 

• Technical polyesters 

They may contain: 

• pigments; 

• mineral fillers; 

• glass fibers; 

• UV stabilizers; 

• anti-aging additives. 

 

4. FIRST AID MEASURES 

Inhalation 

In case of exposure to dust or fumes resulting from processing: 

• take the injured person into the open air; 

• keep at rest; 



 

 

• Consult a doctor if symptoms persist. 

Skin contact 

• Wash with soap and water. 

• Treat any wounds according to company procedures. 

Eye contact 

• Rinse immediately with clean water for at least 15 minutes. 

• Consult a doctor if irritation persists. 

Ingestion 

Unlikely event. 

Consult a physician if fragments or particles are accidentally swallowed. 

 

5. FIRE PREVENTION MEASURES 

Suitable extinguishing media 

• Water spray 

• Foam 

• CO₂ 

• Extinguishing powders 

Specific hazards 

Metal fasteners 

Generally non-combustible. 

Plastic fasteners 

In case of fire they can develop: 

• carbon monoxide (CO); 

• carbon dioxide (CO₂); 

• organic vapors; 

• polymer-specific decomposition products. 



 

 

PPE for firefighters 

• Self-contained breathing apparatus. 

• Complete fire fighting equipment. 

 

6. MEASURES IN CASE OF ACCIDENTAL RELEASE 

Collect the scattered components. 

To avoid: 

• slips; 

• stumbles; 

• damage to equipment. 

Dispose of according to company procedures. 

 

7. HANDLING AND STORAGE 

Handling 

• Use appropriate equipment. 

• Avoid impacts and deformations. 

• Use protective gloves where necessary. 

Storage 

Keep: 

• in a dry environment; 

• protected from the elements; 

• away from corrosive substances. 

For plastic components: 

• avoid prolonged exposure to UV rays; 

• avoid high temperatures. 

 



 

 

8. EXPOSURE CONTROL AND PPE 

Normal use 

No special requirements. 

During mechanical processing 

Eye protection 

EN 166 glasses. 

Hand protection 

EN 388 gloves. 

Respiratory protection 

Suitable filter masks (FFP2 or FFP3) in the presence of dust or fumes. 

Foot protection 

Safety footwear EN ISO 20345. 

 

9. PHYSICAL AND CHEMICAL PROPERTIES 

Metal fasteners 

• Physical state: Solid 

• Color: Metallic 

• Odor: None 

• Solubility in water: Insoluble 

• Flammability: Non-flammable 

Plastic fasteners 

• Physical state: Solid 

• Color: Variable 

• Odor: Generally absent 

• Solubility in water: Insoluble 

• Flammability: Material dependent 



 

 

 

10. STABILITY AND REACTIVITY 

Products stable under normal conditions of use. 

Avoid 

• high temperatures; 

• open flames; 

• aggressive chemical agents; 

• strong oxidants. 

 

11. TOXICOLOGICAL INFORMATION 

Under normal conditions of use, no significant toxicological effects are expected. 

Possible exposures during processing: 

Metal fasteners 

• metal powders; 

• welding fumes. 

Plastic fasteners 

• polymer powders; 

• thermal decomposition products. 

 

12. ECOLOGICAL INFORMATION 

The products: 

• they are not intended for release into the environment; 

• they have low environmental mobility in solid form. 

Avoid uncontrolled dispersion. 

 

13. DISPOSAL CONSIDERATIONS 



 

 

Metal fasteners 

Allocate for recovery as: 

• ferrous scrap; 

• stainless steel scrap; 

• aluminum scrap; 

• brass scrap. 

Plastic fasteners 

Start at: 

• material recovery; 

• energy recovery; 

• authorized disposal. 

In accordance with current local regulations. 

 

14. TRANSPORT INFORMATION 

Not classified as dangerous goods under: 

• ADR 

• RID 

• DNA 

• IMDG 

• ICAO / IATA 

No UN number assigned. 

 

15. REGULATORY INFORMATION 

Applicable legislation: 

• Regulation (EC) 1907/2006 (REACH) 

• Regulation (EC) 1272/2008 (CLP) 



 

 

• Directive 2008/98/EC on waste 

• Directive 2011/65/EU (RoHS), where applicable 

• Regulation (EU) 2023/988 on General Product Safety (GPSR) 

 

16. OTHER INFORMATION 

This Product Safety Information Sheet (PSIS) has been prepared to provide safety information relating to metal and plastic 
fasteners under normal conditions of storage, handling and use. 

The information contained in the document refers to the products in the supplied state and not to any subsequent 
processing carried out by the user. 

The user is responsible for assessing the risks associated with their work and for adopting the prevention and protection 
measures required by applicable legislation. 

 

 


